

Client Name: _________________________

Project # _________


OWNER-OCCUPIED REHABILITATION

RESOURCE EFFECIENCY AND HEALTHY HOMES CHECKLIST
PLEASE CHECK THOSE ITEMS THAT ARE APPLICABLE TO THIS PROJECT:

Low Flow Fixtures:


Kitchen Faucets: low-flow faucet aerator to 1.5 GPM



(

Bathroom Faucets : low-flow faucet aerator to 1.0 GPM



(

Showerheads: 2.0 GPM







(
Water Line and Water Heater Insulation:





(
If replacing or repairing water lines or water heaters, provide proper insulation of these

components to improve energy efficiency. Select durable pipe insulation, and tightly insulate

as many water lines, hot and cold, as possible. For water heaters, use water heater blankets, 

and ensure that the air flow beneath gas-fired natural draft water heaters is not blocked. 

Follow the manufacturer’s instructions for installation of all water pipe and water heater 

High Efficiency Toilet (check which apply):


Uses less than 1.6 GPF







(

Pressure-assisted that consumes as little as 1.0 GPF



(

Gravity-flush that consumes 1.28 GPF





(
Wall, Ceiling and Roof Insulation:

If repairing or replacing wall or ceiling/attic/roof insulation, ensure that new insulation adheres to the following standards and is formaldehyde-free:

	Insulation

	
	Ceiling

R-Value
	Wood Frame Wall 

R-Value
	Mass 

Wall

R-Value
	Floor

R-Value

	Zone 5
	38
	20 or

13 + 5
	13/17
	30



	Zone 4
	38
	13
	5/10
	19



	Zone 3
	30
	13
	5/8
	19







(
Note: Please refer to the HOME Owner-Occupied Rehabilitation Program Manual, Page 22 for New Mexico Climate Zones
Flooring: 

Hard-surfaced Flooring:
When replacing flooring, utilize hard-surfaced, resilient flooring materials, such as tile, wood, wood-laminate, bamboo, cork, natural linoleum, or finished concrete. When installing flooring using glues, use only low-VOC, formaldehyde-free adhesives. 

Carpet: 

When removing carpet, replace it with hard-surfaced flooring when possible. When carpet is installed, it should be located only in low-moisture areas. All carpet should be tacked down, not glued.  When possible, choose carpet products that are made from natural materials, such as wool, cotton, jute or hemp, but which have not been treated with pesticides or contain residues from dyes and finishes used in manufacturing. 

Windows and Exterior Doors:

When replacing windows and exterior doors, adhere to the following standards set by Energy Star for minimum National Fenestration Rating Council (NFRC) ratings for U-Factor and Solar Heat Gain Coefficient (SHGC) for the particular geographic region:

	Windows

	
	Fenestration

U- Factor
	Skylight

U- Factor
	Glazed Fenestration

SHGC

	Zone 5
	0.35
	0.60
	NR

	Zone 4
	0.35
	0.60
	NR

	Zone 3
	0.50
	0.65
	0.30


	2009 IECC Climate Zone
	New Mexico Counties

	CZ3

(South/Central)
	Chaves, Dona Ana, Eddy, Hidalgo, Lea, Luna, Otero

	CZ4

(North/Central)
	Bernalillo, Cibola, Curry, De Baca, Grant, Guadalupe, Lincoln, Quay, Roosevelt, Sierra, Socorro, Union, Valencia

	CZ5

(Northern)
	Catron, Colfax, Harding, Los Alamos, McKinley, Mora, Rio Arriba, San Juan, San Miguel, Sandoval, Santa Fe, Taos, Torrance


Appliances (Must be Energy Star certified):


Refrigerator 







(


Dishwasher







(


Washer








(


Central Air Conditioners






(


Ceiling and Ventilating Fans





(


Boilers, Furnaces or Heat Pumps




(


Programmable Thermostats





(
Note:  Only replace appliances that were in place before the rehabilitation took place. For instance, if the home did not have a dishwasher before the rehab and you are rehabbing the kitchen, then you cannot install a dishwasher as part of the rehab. For Boilers, Furnaces or Heat Pumps, the new system must be properly sized to ensure energy efficiency. To ensure proper sizing and installation, follow the Energy Star/ACCA Quality Installation Standards at www.acca.org/quality.  

Paints and Finishes:

Used only low or zero VOC paints, primers, sealants, adhesives, coatings and

other finishes.








(
Composite Wood:

Used urea-formaldehyde free particle board and medium-density fiberboard


that is moisture-resistant.






(
Integrated Pest Management:


Sealed all cracks, holes and crevices on interior and exterior surfaces

(

Used copper mesh to plug larger holes





(

Applied thin dusting of 98% boric acid under kitchen cabinets, in wall


cavities, cracks and crevices in the kitchen




(
